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Smallest Indexable

Dia 4.0-5.9 mm
Drilling Master
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Innovative Ergonomic Key

Available in
Diameter Range of 4.0-5.9 mm with
3 & 5xD Drilling Depths

Indexable Drill Head
Decreased to 4 mm

Micro Size Inserts
for High Productivity

Twisted Coolant ~ For Every Type Innovative Cost Effective
Nozzles of Material Ergonomic Key Insert
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DCN R-3D AL LU i N
Indexable Head Dirills with Coolant o ‘
Holes and a Cylindrical Shank, Drilling DON-DCXk7 — ~ | e
Depth 3xD Ry
DCN®M DCX LU PL DCONMS LPR SSC@ OAL
4.00 4.40 12.6 0.59 6.00 23.0 4 58.00
DCN 045-014-06R-3D 4.50 4.90 14.8 0.75 6.00 24.6 4.5 59.65
DCN 050-015-06R-3D 5.00 5.40 15.7 0.73 6.00 26.3 5 61.33
DCN 055-017-06R-3D 5.50 5.90 17.9 0.90 6.00 28.1 5.5 63.13
) Do not mount smaller drilling heads other than the specified range of the drill body
(2 Seat size code
OCHAM
CHAMDRILL LINE |
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DCN R-5D LPR ‘
PL| LU |
Indexable Head Dirills with Coolant 1 ~ Ly
Holes and Cylindrical Shanks, Drilling DCN-DCXk7 — — — ] DCONMShe @
Depth 5xD J—‘
DCN® DCX LU PL DCONMS LPR SSC@ OAL
4.00 4.40 20.6 0.59 6.00 31.0 4 66.00
DCN 045-023-06R-5D 4.50 4.90 22.8 0.75 6.00 33.6 4.5 68.65
DCN 050-025-06R-5D 5.00 5.40 25.7 0.73 6.00 36.3 5 71.30
DCN 055-028-06R-5D 5.50 5.90 27.9 0.90 6.00 39.2 5.5 74.15
() Do not mount smaller drilling heads other than the specified range of the drill body
(@ Seat size code
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Exchangeable DCN Dirill Heads, DC & 140°
for Carbon and Alloy Steel (ISO P 4
Materials) N
LPR
Dimensions
©
S
Designation DC LPR Sscm PL O
IcP 4.00-4.40 3.40 4 0.59 [
4.50-4.90 3.55 4.5 0.75 °
5.00-5.40 3.70 5 0.73 °
e 5.50-5.90 3.85 5.5 0.90 °

) Seat size code

Member IMC Group
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